NOTES:

1. ALL WORK TO BE PERFORMED WILL BE IN ACCORDANCE WITH
THE LENOIR CITY UTILITIES BOARD WATER DEPARTMENT
(CURRENT EDITION) SPECIFICATIONS AND DETAILS.

. PRE-CONSTRUCTION CONFERENCE SHALL BE CONDUCTED WITH
THE LENOIR CITY UTILITIES BOARD REPRESENTATIVES, DESIGN
ENGINEER, AND UTILITY CONTRACTOR PRIOR TO ANY UTILITIES
CONSTRUCTION ACTIVITIES BEGINNING.

. WATER LINE MATERIALS, INSTALLATION, TESTING AND
DISINFECTION PER LENOIR CITYy UTILITIES BOARD WATER
DEPARTMENT STANDARDS (CURRENT EDITION).

. CONTRACTOR TO INSTALL ALL WATER SERVICES. SERVICE LINES
FOR SINGLE WATER METERS SHALL BE 3/4-INCH DIAMETER
AND SERVICE LINES FOR DOUBLE WATER METERS SHALL BE
1-INCH DIAMETER. MATERIALS AND FITTINGS SHALL BE
INSTALLED IN ACCORDANCE WITH THE SPECIFICATIONS AND
TYPICAL DETAIL W7.

. ALL CONSTRUCTION AND TESTING ACTIVITIES MUST BE
OBSERVED BY A RESIDENT PROJECT REPRESENTATIVE (RPR) AS
DESIGNATED BY LCUB. WORK PERFORMED WITHOUT
DESIGNATED RPR OVERSIGHT AND APPROVAL SHALL NOT BE
ACCEPTED By LCUB.

. ALL COSTS INCURRED BY LCUB FOR PROJECT-RELATED RPR
AND GENERAL ENGINEERING SERVICES DURING CONSTRUCTION
SHALL BE REIMBURSED BY THE PROPERTY OWNER/DEVELOPER.

. ALL PROJECT CLOSEOUT DOCUMENTS MUST BE PROVIDED BY
THE OWNER/DEVELOPER PRIOR TO LCUB ACCEPTING OWNERSHIP
OF NEW FACILITIES AS FOLLOWS:

A. RECORD DRAWINGS WITH APPROVED MODIFICATIONS TO

DESIGN DRAWINGS IN RED

RPR DAILY REPORTS

CONSTRUCTION PHOTOS

RPR TESTING REPORTS

PRE—CONSTRUCTION AND CONSTRUCTION

PHOTOGRAPHS

VERIFIED GIS DATA COLLECTED BY LCUB-

APPROVED STAFF

ASSOCIATED EASEMENT DOCUMENTS

FLUSHING / WATER LOSS REPORTS /

BACTERIOLOGICAL RESULTS

IO M MDow

. CONTRACTOR SHALL PROVIDE EROSION AND SEDIMENT CONTROL
FOR ALL EXCAVATIONS.

. FIRE HYDRANTS SHALL BE MUELLER SUPER CENTURION #250
(FACTORY POWDER COATED YELLOW-OPEN COUNTERCLOCKWISE),
WITH 5 J{"OPENING VALVE. HYDRANTS SHALL BE PAINTED AS
SHOWN BELOW, IN ACCORDANCE WITH THE LATEST NFPA CODE
FOR MARKING HYDRANTS, AND/OR IN ACCORDANCE WITH THE
LENOIR CITY FIRE DEPARTMENT STANDARDS.

RED
ORANGE
GREEN
LIGHT BLUE

LESS THAN 500 GAL./MIN.
500 999 GAL./MIN.

1000 1499 GAL./MIN.

1500 GAL./MIN. OR GREATER
10. MAXIMUM ALLOWABLE DEFLECTION OF AWWA C111 DUCTILE IRON
PIPE PUSH ON JOINTS IS FIVE DEGREES PER JOINT. A
DEFLECTION GREATER THAN THIS WILL REQUIRE ADEQUATE
FITTINGS TO DEFLECT THE PIPE.

BLASTING NOT PERMITTED.

CONTRACTOR IS RESPONSIBLE FOR EMPLOYING ALL TRAFFIC
CONTROL MEASURES AS NECESSARY IN ACCORDANCE WITH
PROJECT SPECIFICATIONS SECTION 01570-TRAFFIC
REGULATIONS, AND MUTCD.

11.
12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.
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24.

DEVELOPER (OWNER) AND/OR CONTRACTOR SHALL BE
RESPONSIBLE FOR ANY EXISTING WATER DISTRIBUTION
IMPROVEMENTS REQUIRED TO PROVIDE ADEQUATE WATER
PRESSURE AND FIRE FLOW TO THE NEW DEVELOPMENT AND
MAINTAIN EXISTING DISTRIBUTION SYSTEM PRESSURES.

DEVELOPER (OWNER) AND/OR CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING ALL WATER TAPS, SERVICE
LINES, METER YOLKS, AND CASINGS PER LCUB STANDARD
SPECIFICATIONS FOR THE NEW DEVELOPMENT.

DEVELOPER (OWNER) AND/OR CONTRACTOR SHALL BE
RESPONSIBLE FOR INSTALLING ALL FIRE HYDRANTS AND
APPURTENANCES PER LCUB STANDARD SPECIFICATIONS FOR
THE NEW DEVELOPMENT. SPACING BETWEEN FIRE HYDRANTS
SHALL NOT EXCEED 600 FEET AND HOSE PULL LENGTH (AS
MEASURED FROM THE BACK OF THE FURTHEST PROPOSED
STRUCTURE TO THE CLOSEST FIRE HYDRANT ALONG THE
ROADWAY) SHALL NOT EXCEED 500 FEET. TYPICAL REQUESTED
FIRE HYDRANT LOCATIONS ARE AT ROAD INTERSECTIONS.

ASSOCIATED WATER FEES FOR DEVELOPMENT PROJECTS SHALL
INCLUDE, BUT NOT LIMITED TO, TAPS, CAPITAL RESERVE,
SPECIAL ASSESSMENT, ETC. AND SHALL BE BILLED AT THE END
OF EACH PROJECT PHASE AND PAYMENT SHALL BE DUE FROM
DEVELOPER AT THAT TIME. WATER SERVICE SHALL NOT BE
MADE LIVE UNTIL PAYMENT IS RECEIVED IN FULL.

LCUB RESERVES THE RIGHT TO REQUIRE INFRASTRUCTURE
REPLACEMENT, LARGER DIAMETER PIPE SIZE, PIPE MATERIAL
UPGRADE, AND/OR REALIGNMENT BASED ON ANALYSIS, DEPTH,
SOIL, AGE, OR FUTURE CONDITIONS OF PARCEL/PROPERTY DUE
TO AREA DISTURBANCE OR SITE CONSTRUCTION, BUILDING,
PAVING, ETC. PARCEL OWNER/DEVELOPER SHALL BE
RESPONSIBLE FOR ALL ASSOCIATED COSTS RELATED TO DESIGN
OR WORK PERFORMED.

WATER DISTRIBUTION SYSTEM SHALL BE MINIMUM SIX (6) INCH
€900 PVC, HDPE (SDR 11), OR DUCTILE IRON PIPE (NO
EXCEPTIONS). UPON REVIEW OF PLANS, LCUB HAS THE RIGHT
TO REQUIRE THE WATER DISTRIBUTION SYSTEM TO BE EIGHT
(8) INCH PIPE IN LIEU OF SIX (6) INCH.

RIGHT-OF -WAYS AND EASEMENTS NEEDED FOR THE WATER
LINE THAT FALLS INSIDE/OUTSIDE OF THE PROPERTY SHALL BE
SIGNED AND FURNISHED PRIOR TO START OF PROJECT.

CONTRACTOR SHALL FIELD VERIFY AND POTHOLE ALL UTILITIES
AS INDICATED BY DRAWING, GIS, TENNESSEE ONE-CALL, ETC.

ALL CONTRACTORS SHALL BE LICENSED CONTRACTORS WITH
"MU” CLASSIFICATION IN THE STATE OF TENNESSE AS
REQUIRED BY THE CONTRACTOR'S LICENSING ACT OF 1994
AND RELATED AMENDMENTS THERETO. LCUB MAY REQUIRE
ADDITIONAL REQUIREMENTS AND CERTIFICATIONS AS NECESSARY.

DEVELOPMENT PHASING SHALL BE APPROVED ONLY BEFORE
P.E., LCUB, AND TDEC STAMPS ARE APPLIED AT THE
BEGINNING OF THE PROJECT. NO RE—-PHASING WILL BE
ALLOWED OR APPROVED AFTER CONSTRUCTION OF A PROJECT
HAS BEGUN.

UTILITY INFRASTRUCTURE SHALL MEET LCUB STANDARD
SPECIFICATIONS TO POINT OF SERVICE LOCATION DESIGNATED
BY LCUB. INFRASTRUCTURE LOCATED ON PRIVATE SIDE OF
POINT OF SERVICE SHALL MEET CITY ALL LOCAL AND/OR
TENNESSEE DEPARTMENT OF ENVIRONMENT AND CONSERVATION
DESIGN CRITERIA/STANDARD SPECIFICATIONS.

ALL PIPING UNDER ROADWAYS, DRIVEWAYS, SIDEWALKS,
PARKING LOTS, AND OTHER PAVED AREAS SHALL BE CLASS
350 DUCTILE IRON PIPE.
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